
NAPL-01 NAPL-02

P-1 P-2

Oil/Water 

Separator

GAC-04

Vapor GAC

E-5

NAPL Storage 

Tank

Iron/manganese 

Removal

Backwash

PIT

I-15

PIT

I-14

PIT

I-13

PIT

I-12

P-3 I-11

FIQ

Bag Filters

PIT

I-10

PIT

I-9

GAC-01 and GAC-02 

interconnected so either bed 

can be primary bed

INJ-01

P-26

LIT

I-8

LIT

I-7
LIT

I-6

I-5

FIQ

I-4

FIQ

I-3

FIQ

I-2

FIQ

LIT

I-1

GAC-02

Liquid GAC

GAC-03

Liquid GAC

GAC Guard 

Bed

P-4

BULK FUEL FACILITY

KIRTLAND AIR FORCE BASE, NEW MEXICO

FIGURE 7-1

LNAPL CONTAINMENT SYSTEM 

LIQUID TREATMENT SYSTEM 

PROCESS FLOW DIAGRAM

NOT TO SCALE
Notes:

1. Pipelines from NAPL wells to oil-water 

separator double contained.  Pipeline 

from treatment system to INJ-01 single-

walled.

2.  All treatment equipment will be 

located on concrete containment pad.

3.  GAC-granular activated carbon
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